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STADSSCHOUWBURG UTRECHT 

STARTTIME 

Stadsschouwburg Utrecht strives to open auditoriums at least 15  minutes  

prior to the performance . Under conditions of deliberation we can agree 

to deviate.  

 Douwe Egbertszaal   20:00  

 Blauwe zaal    20:30  

ADDRESS AND DRIVING DIRECTIONS 

 Technical Office:  

 phone:  +31 -30 -2324109  

 fax:   +31 -30 -2314499  

 e-mail:  planning.product ie@ssbu.nl  

 

Parking at schouwburg not posible 
There is no parking space at the theatre. For the main auditorium thereôs 

space for 2 trailers on a dock  

For the small auditorium thereôs 1 parking card available at the reception 

on presentation of driving licence or passpor t, These will be kept as 

security.  

Cars without reservation can be parked at garage kruisstraat, or 

grifthoek, these are on walking distance of the schouwburg  

By car from Amsterdam to Utrecht by A2 
Exit Ringweg Noord/Maarssen, towards Utrecht (N 230).  

Follow direction Hilversum (N 230). Exit Tuindorp/Voordorp.  

Follow this road, across the railway, on to a big roundabout 

(Eykmanplein). Go straight at the roundabout and follow 

Blauwkapelseweg. Take left at the second traffic lights (T - junction behind 

the prison). Follow Wittevrouwensingel. Take right at the next traffic 

lights, across the bridge and take left immediately after the bridge, on to 

Lucas Bolwerk. After 200 metres the theatre is on your left hand side.  

By car from other directions 
Follow signs Utrecht/Houten or Almere on to A27.  

On A27 take exit Veemarkt (30) towards Utrecht. This is Biltse Rading, 

changing names into Kardinaal de Jongweg.  

Take left at the second roundabout. This is Blauwkapelseweg.  

Take left at the second traffic lights (T - junc tion behind the prison).  

Follow Wittevrouwensingel.  

Take right at   the next traffic lights, across the bridge and take left 

immediately after the bridge, on to Lucas Bolwerk.  

After 200 metres the theatre is on your left hand side.  

Public transport 
From Utrecht Central Station, Stadsschouwburg Utrecht can be reached 

on foot in about 15 minutes, or in about 5 minutes by taking bus # 3, 4, 

8 or 11.  

Computer network 

In all spaces is an 100Mbit connection (RJ45) available on request  

WIFI 
WIFI is available, do main and password will be provided on the scene.  

mailto:planning.productie@ssbu.nl
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Safety 

Equipment brought into the Stadsschouwburg is subject to safety checks 

by Stadsschouwburg Utrecht staff.  

All mains -connected electrical equipment must comply with European 

safety standards.  

Lighting e quipment rigged overhead must be secured with a safety chain 

or similar.  

Overhead equipment (including scenery) must be rigged by a qualified 

rigger, using appropriately certified equipment.  

Scenery and large props must be of a fire retardant fabric or tre ated with 

a fire retardant. A certificate of such treatment must be produced on 

request. Polystyrene and other such materials that cannot be treated 

with fire retardant are not permitted.  

The area directly under the fire curtain must, by law, be kept clear  of 

fixed scenery. In the event of a fire the curtain can be lowered.  

For the use of open fire a permit is needed from the local fire department, 

to be applied for at least 2 weeks in advance. The Technical Office can 

help obtaining the permit.  

Pyrotechnic s can only be done by a registered pyrotechnician. The 

procedure to obtain a state permit can take 8 weeks or more.  

In accordance with the Dutch legislation a written risk assessment is 

required for all events, to be presented at least a week in advance.  

The Stadsschouwburg Utrecht takes all care, but no responsibility for the 

loss or damage of any visitorôs property, including personal belongings. 

Artists and technicians are encouraged to refrain from bringing personal 

belongings not required for the event .  

The use of alcohol and drugs during working hours is forbidden by law.  

Smoking is not permitted in the entire building  

 

 

 

 

 

 

 

Staff and working hours 

The theatre provides 4 all round technicians to assist the visiting 

company. The company technicians operate lights and sound during the 

performance.  

Morning  11:00 -12:30  

Afternoon  13:00 -17:00  

Night setup day  19:00 -23:00  

Night show day  19:00 -  end of strike  

 

Different crew sizes or working hours to be discussed 6 weeks in advance.  
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MAIN AUDITORIUM 
The Douw e Egbertszaal is a proscenium arch theatre, suited to medium 

to large scale dramatic, dance and musical productions.  

The auditorium has two settings: the normal setting, and the so -called 

amphitheatre setting, where row 6 through 13 rise one by one, so tha t 

row 13 meets the balcony. The seats under the balcony are not in use in 

this setting.  

Seating capacity 
When the optional stage extension / orchestra pit is in use, the seating 

capacity is reduced with 99 seats.  

Normal/with orchestra pit  976/876  

 Amphithe atre/with orchestra pit  638/539  

 Seating plot Appendix  1.

 

Sound pit 

2 x 9 seats are reserved for lighting and/or sound desk, in the centre of 

row 12 and 13. Total available space (w x d): 500x180cm  

Conductors room/room for disabled  
with telephone and cable television con nections,   private shower and 

lavatory (suitable for disabled people) .  

Canteen 
Space for 50 persons, 40 seats hot and cold drinks all day, soup and 

sandwiches at lunchtime ï to be ordered in the morning.  

Crew catering 
request information at our Horeca planning +31(0)302324156  

Telephone 
Telephone on SL and conductor room. All dressing rooms have telephone 

conections on request  

Dressing rooms 
Clothes racks, iron and ironing board are available  

Stage level  

 Dressing room 2  7 persons  

 Dressing r oom 3  8 persons  

2x 32A CEE +1x 16A CEE (red) available. Drain for washing machine  

 Dressing room 4  4 persons  

 Dressing room 5  4 persons  

 Dressing room 6  4 persons  

 Dressing room 7  4 persons  

 Dressing room 8  4 persons  

 Dressing room 9  4 persons  

Share d toilets and showers Washing machine and tumble dryer  

 Dressing room 14  6 persons  

 Dressing room 15  6 persons  

 Dressing room 16  9 persons  

 Dressing room 17  18 persons  

 Dressing room 18  21 persons  

 The theatre has no rehearsal studio, and no wardrobe staff.  
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STAGE 

loading/Unloading 
Two loading docks, inside garage. max truck length 16m   

Dimensions and material 
Hardwood (Keruing)  

Thickness   25mm  

Maximum load   700kg/m2  

Stage size  

 width      27.5m  

 depth      15.3m  

Height from stage level to:  

 auditorium floor    -85cm  

 fly loft      22.40m  

 max fly bar height    20.5m  

minimal fly bar height  35cm  

 1st side gallery    8.8m  

Distance from setting line to:  

Downstage edge  -3.90m  

Downstage audience fly bar  -3,46m  

Upstage audience fly bar  -3,06m  

Sound Fly bar Left/ right  -2,63m  

 main curtain     -1.54m  

 proscenium fly bar    -1.26m  

  rear of fire curtain    -1.8m  

 front of proscenium    -1.1m  

 first onstage fly bar    0.45m  

 last onstage fly bar    13.85m  

 back of the auditorium   -26.5m  

Proscenium opening     

Fixed opening  16x8m  

Variable opening  

Variable width  10 -16m  

Variable height  0.3 -8m  

Main curtain  

Colour  Red 

Control  Greek, manual, SL  

Side stage (SR)  

 width      11m  

 depth      10m  

 height      7m  

ORCHESTRA PIT 

The orchestra pit can be adjusted to any height betw een pit level and 

stage level. The pit consists of a part underneath the stage, and a part 

(divided in three segments) in the auditorium.  

Access to the pit is via the stage or via an elevator at the loading dock.  

Smallest pass through  opening: 1,6 x 2,2m t hrough elevator.  

music stands  60  

chairs  84  

conductors stand  1 

Music stand lights can be dimmed by 4 channel DMX controlled. (one 

channel for conductor).  
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 stageplot Appendix  2.
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MARLEY DANCE FLOOR 

 1 rolls   

 width:  1,6m  

 length:  15m  

 color:  black  

MASKING 

Material: black, wool  

Legs   

Number  21  

 width      6m  

 height      10.0m  

Borders  

Number  6 

 width      21.0m  

 height      4.7m  

Side black  

Number  4 

 width      6.0m  

 height      9.0m  

Cyclorama  

Number  1 

 height      10.0m  

 width      1.0m  

Black scrim gauze  

Number  1 

 height      12.0m  

 width      21.0m  

STAGE RAISERS 

 1x2m      27  

1x1m  4 

0,5x1m  6 

All raisers have legs of following length: 20,40,60,80,100cm  

Railing for  raisers  

 80x200cm (hxl)    10  

 80x100cm (hxl)    6 

Stage piano and piano 
Stage piano: Yamaha C7, 2.27m, build 1990  

Piano: Yamaha P121 build  2006  
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RIGGING 

The venue has a Computer controlled flying system, supplied by Waagner 

Biro  with multiple control points on the fly gallery and the stage.  

Operation of the fly system is restricted to Stadsschouwburg Utrecht 

staff only.  

According Dutch legislation all overhead rigging must confirm to 

NPR8020 -10, which means that safe ty factors of rigging equipment 

should be doubled. In practice all SWL values on industry standard 

equipment are downscaled by a factor 2.  

The SWL of the flying system of the venue already complies to this 

standard.  

FOH bar 
 length      16.0m  

 speed      0,45m/s  

 max total load/point load   300/150kg  

minimal height  0,35m  

maximal height  8,2m  

Sound bars 
length   2.0m  

 speed      0,45m/s  

 max total load/point load   300/150kg  

minimal height  0,35m  

maximal height  8,2m  

 

Proscenium bar 
 length      19.0m  

 max speed     1.8m/s  

 max total load    500kg  

 max point load    150kg  

Onstage bars 
 number of bars    67  

 length      21.0m  

 max speed     1.8m/s  

 max total load    500kg  

 max point load under steel   150kg  

 max point load between steels  70kg  

 distance between bars   0.2m  

 distance between 40, 41 and 42  0.3m  

Side bars 
number of bars 6 (3 per side)  

 length      12.5m  

 max speed     1.8m/s  

 max total load    500kg  

 max point load under steel   150kg  

 max point load between steels  100kg  

Point hoists 

12 mobile chain hoists  

 4 fields of max 4 hoists per field  

 max load per hoist    500kg  

 operated from    DSL 
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 Maximum weights Appendix  3.

 

 cable distribution Appendix  4.

 

 

 

 

 Rigging material Appendix  5.

 
Discription  nr.  remark  

prolite truss  (x30D) driehoek 2mtr  8       

prolite truss (x30D) driehoek 3mtr  8       

prolite truss (x30D) koppelstuk 
haaks X - Y- Z 

4       

prolite truss (x30D) circle 4 parts  1       

Variety of scaffold material            

variety of shackles            

steelcable 1mtr  21  WLL 150kg  

steelcable 2mtr  27  WLL 150kg  

steelcable 3mtr  20  WLL 150kg  

steelcable 4mtr  36  WLL 150kg  

steelcable 5mtr  24  WLL 150kg  

steelcable 6mtr  44  WLL 280kg  

steelcable 7mtr  10  WLL 280kg  

steelcable 8mtr  42  WLL 400kg  

steelcable 9mtr  34  WLL 280kg  

steelcable 10mtr  25  WLL 200kg  

steelsling 2mtr  12  WLL 1000kg  

steelsling 3mtr  10  WLL 2000kg  

safety jackets  4  2x small 2x large  

Variety of rope            

Round sling 0,5mtr  2  WLL 1000kg  

Round sling 0,5mtr  10  WLL 500kg  

Round sling 1,5mtr  12  WLL 1000kg  

Round sling 1mtr  5  WLL 3000kg  

spanset  6  WLL 3000kg  

Variety of tension  ratchet            
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 Flyplot Appendix  6.

Voorstelling                      

Datum      - 3460  204  Zaaltrek voor            

        - 3060  203  Zaaltrek achter            

  100  Sluier              - 2630  202  Geluidstrek rechts            
  99  Portaalbrug              - 2630  201  Geluidstrek links            

                                  

Afstand 
tot kk   

Trek  Omschrijving  laag  tussen  hoog  groep  
  Afstand 

tot kk  
Trek  Omschrijving  laag  tussen  hoog  groep  

  

450  1              7850  38            

650  2              8050  39            

850  3              8250  40            

1050  4              8550  41            

1250  5              8850  42            

1450  6              9050  43            

1650  7              9250  44            

1850  8              9450  45            

2050  9              9650  46            

2250  10              9850  47            

2450  11              10050  48            

2650  12              10250  49            

2850  13              10450  50            

3050  14              10650  51            

3250  15              10850  52            

3450  16              11050  53            

3650  17              11250  54            

3850  18              11450  55            

4050  19              11650  56            

4250  20              11850  57            

4450  21              12050  58            

4650  22              12250  59            

4850  23              12450  60            

5050  24              12650  61            

5250  25              12850  62            

5450  26              13050  63            

5650  27              13250  64            

5850  28              13450  65            

6050  29              13650  66            

6250  30              13850  67            

6450  31                

6650  32              links 1  71  binnen            

6850  33              links 2  72  midden            

7050  34              links 3  73  buiten            

7250  35              rechts 1  81  binnen            

7450  36              rechts 2  82  midden            

7650  37            
 

rechts 3  83  buiten            
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LIGHTS AND POWER 

Power 
All 3 -phase supplies are CEE red: 230/400V 50Hz -  3 phases, neutral 

and earth.  

Fixed conections:  

 USR     2 x 125A  3phase  

     1 x 63A 3phase  

 SL    2 x 125A 3phase  

 USL     1 x 125A 3phase  

     1 x 63A 3phase  

 SR     2 x 125A 3phase  

Dimmers  

All fixed dimmers are equipped with a 30mA residual current circuit 

breaker on each channel.  

 FOH    136 x 2.5kW ETC Sensor  

     6 x 5kW ETC Sensor  

 Proscenium gallery   42 x 2.5kW ETC Sensor  

 Proscenium towers   30 x 2.5kW ETC Sensor  

 Side galleries    30 x 2.5kW ETC Sensor  

 Upstage gallery   6 x 2.5kW ETC Sensor  

 Stage (DSL & DSR)   168 x 5kW ETC Sensor  

 garage     1 x 63A + 1 x 125A  

DMX network 

All dimmers are DMX512/1990 controlled through an XLR -5 data 

network. The hard patch is at DSR and contains 4 optical isolated 

splitters.  

Splitters  

4x 1in > 3 out  

DMX512 signal can be sent from:  

 the control room (4 lines)  

 FOH mixin g position (2 lines)  

 back of the house and DSL.  

DMX512 signal can be sent to  

 the house dimmers  

 the control room (2 lines)  

 the FOH bridge  

 USR (2 lines)  

 USL 

 SL (2 lines)  

 side stage  

 follow spot room.  

 

Intermission signs and house lights are DMX512 controlled.  

Exit signs canôt be dimmed or switched off.   
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 Fixed light Appendix  7.
brand  type  Discription  nr.  remark  

-  SSBU  house lights (DMX)  1       

Robert Juliat  Aramis  followspot 2,5kw HMI  2       

Robert Juliat  714SX  zoom profile 2kw 15 - 40º  6  1st auditorium bridge top  

Robert Juliat  714SX  zoom profile 2kw 15 - 40º  18  1st auditorium bridge bottom  

Robert Juliat  710SX2  zoom profile 2kW 8 - 16º  18  2st auditorium bridge  

Robert Juliat  711SX2  zoom profile 2kW 10 - 25º  4  3st auditorium bridge  

Robert Juliat  614SX  zoom profile 1,2 kW 16 - 35º  8  portal bridge TOP  

Robert Juliat  713SX  zoom profile 2kW 29 - 50º  16  portal bridge bottom  

Altman  APZ112  zoom profile 1,2kW 12 - 40º  30  auditorium side booms  

Robert Juliat  701SX2  zoom profile 2kw 15 - 40º  20  stage bridge SL/SR  

ADB  Warp  zoom profile 800W  20 - 50º  10  stage booms  

Robert Juliat  306 HPC  pc 1kw with barndoors  6  stage booms  

ETC Source 4 profile  directorspot 14º  2       

ADB  C103  curtain lights (DMX)  4       

ETC Source 4 profile  gsm uit bordjes  2       

ETC Vivid R  34x Vivid R verdeeld over 17 yokes  17  freely movable  

ETC Source 4 profile  Gobo met pauze bordjes op zijwand  2       
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 Light plot Appendix  8.

 
  




































